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	PROJECT NAME:
	DRAWING NO.
	REV.

	
	
	

	No.
	INSPECTION ITEM 
	CHECKED SATISFACTORY

	
	
	N/A
	YES
	NO

	
	Cabinet and General Installation
	
	
	

	;
	FCU labelling matches the equipment labelling as per the as-build drawings.
	|_|
	|_|
	|_|

	1 
	FCU capacity (tonner, air flow, and fan ESP) matches the capacity indicated in the equipment schedule and approved documents.
	|_|
	|_|
	|_|

	2 
	Visual inspection and no apparent damage noticed.
	|_|
	|_|
	|_|

	3 
	Condensate drain piped to waste with p-trap depth sufficient to handle the maximum static pressure.
	|_|
	|_|
	|_|

	4 
	Unit free of dirt and debris.
	|_|
	|_|
	|_|

	5 
	Filters installed and clean.
	|_|
	|_|
	|_|

	6 
	Fan impeller rotates freely.
	|_|
	|_|
	|_|

	7 
	Vibration isolators installed.
	|_|
	|_|
	|_|

	8 
	Ductwork complete and leak tested.
	|_|
	|_|
	|_|

	9 
	Duct joint sealant properly installed (gaskets, cleats, sealant bands).
	|_|
	|_|
	|_|

	10 
	All protective covers (plastics) removed from duct openings.
	|_|
	|_|
	|_|

	11 
	All third fix (air diffusers and terminals) installed.
	|_|
	|_|
	|_|

	12 
	All manual balancing dampers installed and locked at 100% open.
	|_|
	|_|
	|_|

	13 
	Flexible duct properly installed.
	|_|
	|_|
	|_|

	14 
	Chilled water system flushed and chemical treatment completed.
	|_|
	|_|
	|_|

	15 
	CHW piping properly insulated and adequately supporter.
	|_|
	|_|
	|_|

	16 
	Control valve properly installed with strainers.
	|_|
	|_|
	|_|

	17 
	All required appurtenance such as pressure gauges, temp. gauges, universal plugs, isolation valves, balancing valve, etc. installed and accessible.
	|_|
	|_|
	|_|

	18 
	Air vents available and system properly vented including equipment.
	|_|
	|_|
	|_|

	19 
	Flushing loop available
	|_|
	|_|
	|_|

	
	Electrical Check
	
	
	

	20 
	Local isolator and DDC installed in accessible location.
	|_|
	|_|
	|_|

	21 
	All power and control wiring completed as per circuit diagram.
	|_|
	|_|
	|_|

	22 
	All connections tight and approved.
	|_|
	|_|
	|_|

	23 
	BMS control points (point to point and loop test) completed.
	|_|
	|_|
	|_|

	24 
	DDC signal matches field device control signal (0-10 vdc, 2-10vdc, 0-5 vdv, 4-20mA).
	|_|
	|_|
	|_|

	25 
	Thermostat installed and configured (for PID type thermostat).
	|_|
	|_|
	|_|

	
	
	
	
	

	
	
	
	
	

	No.
	Reviewer's Comments
	Resolution

	
	
	

	
	
	

	
	
	

	
	
	

	Originator's Name / Signature and Date:
	Checker's Name / Signature and Date:
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