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	PROJECT NAME:
	DRAWING NO.
	REV.

	
	
	

	No.
	INSPECTION ITEM 
	CHECKED SATISFACTORY

	
	
	N/A
	YES
	NO

	1 
	Equipment is de-energized, safe and locked-out.
	|_|
	|_|
	|_|

	2 
	Equipment is identified and tagged correctly in accordance with as-build drawings. 
	|_|
	|_|
	|_|

	3 
	Nameplate parameters are in compliance with design documents.
	|_|
	|_|
	|_|

	4 
	Equipment has no visible signs of damage, including rust or corrosion.
	|_|
	|_|
	|_|

	5 
	Grounding is complete and in accordance with project specifications.
	|_|
	|_|
	|_|

	6 
	Pump foundations are complete and equipment is adequately anchored.
	|_|
	|_|
	|_|

	7 
	Grouting is complete.
	|_|
	|_|
	|_|

	8 
	Adequate space is available to permit equipment removal for maintenance with minimal piping, tray/conduit or other equipment dismantling.  Lifting equipment is installed in accordance with design documents.
	|_|
	|_|
	|_|

	9 
	Auxiliary systems (i.e. lube oil, purge, quench, balance, cooling, seal, etc.) are properly installed with no visible signs of damage.
	|_|
	|_|
	|_|

	10 
	Lubrication grease (oil) is properly filled and lubrication tags or records are available.
	|_|
	|_|
	|_|

	11 
	Preservative compounds, greases, and oils are cleaned from equipment surfaces.  Any desiccant is removed as required.
	|_|
	|_|
	|_|

	12 
	Forced lubrication systems are correctly piped and no leaks or openings are evident.
	|_|
	|_|
	|_|

	13 
	Coupling and guards are assembled or available.  (Alignment records are required for turnover).
	|_|
	|_|
	|_|

	14 
	Visibly inspect for installation mechanical seals/packing.
	|_|
	|_|
	|_|

	15 
	Drains and vents are installed and adequately routed, if required.
	|_|
	|_|
	|_|

	16 
	Pump leak off is piped or channeled to convenient floor drain.
	|_|
	|_|
	|_|

	17 
	Strainers in suction piping are installed; and adequate means and space is available for cleaning.
	|_|
	|_|
	|_|

	18 
	Vibration instruments/probes are correctly mounted and undamaged.
	|_|
	|_|
	|_|

	19 
	Vibration panels are properly installed and internals are clean and free of debris or rust.  Internal components are securely mounted and labeled in accordance with project specifications.
	|_|
	|_|
	|_|

	20 
	Components, including control/junction boxes, are clean and internal components are correctly installed and labeled.
	|_|
	|_|
	|_|

	21 
	Piping connections are correctly bolted with proper gasket materials (if visible).
	|_|
	|_|
	|_|

	22 
	All cabinets/control panels, junction boxes, etc. are properly sealed with door/covers closed and properly bolted.
	|_|
	|_|
	|_|

	23 
	Piping appurtenances installed such as pressure gauges, universal test plugs, thermowell, etc.
	|_|
	|_|
	|_|

	24 
	Produce punch list items for identified defects.
	|_|
	|_|
	|_|

	
	
	
	
	

	No.
	Reviewer's Comments
	Resolution

	
	
	

	
	
	

	
	
	

	Originator's Name / Signature and Date:
	Checker's Name / Signature and Date:
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